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A 1

 Description

VALVE

FLANGE

GASKET

SILICONE RING

MESHED METAL PLATE

VALVE GASKET

4” - 5” - 6” non-return valves
Non return valves for blowers and vane pumps vacuum line applications to stop any back va-
cuum. They have to be used with gaskets that have a special metal mesh which can stop the 
damaging parts.

 Dimensions

4” NON-RETURN VALVE WITH GASKET

 44  164 

5” NON-RETURN VALVE WITH GASKET

 44  194 

280
240
170



A 2

6” NON-RETURN VALVE WITH GASKET

63  275

350
295
200

 Versions

description code weight
4” non return valve for blowers and vane pumps 
vacuum line applications with safety gasket protec-
tion

6.444000720-1 (valve) 2,15 kg

6.580600000-1 (gasket) 0,12 kg

5” non return valve for blowers and vane pumps 
vacuum line applications with safety gasket protec-
tion

6.444000740-1 (valve) 2,90 kg

6.580600010-1 (gasket) 0,21 kg

6” non return valve for blowers and vane pumps 
vacuum line applications with safety gasket protec-
tion

6.444000760-1 (valve) 3,65 kg

6.580600020-1 (gasket) 0,30 kg

 Examples of application

NON-RETURN 
VALVE
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